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POSSIBLE APPLICATIONS

	 BlueMaster® light is used in many sectors, including transport, industry and agriculture.  
BlueMaster® light is the perfect solution for the safe storage and distribution of AdBlue®.

Thanks to its unique features BlueMaster® light is operated by companies having machines 
with SCR (Selective Catalytic Reduction), such as transportation and construction companies, 
distribution and logistics centers as well as agricultural producers.



* Code ending may vary depending on equipment. 
Warranty: single skin tanks come with 5 years warranty, bunded tanks come with 10 years warranty, tank equipment 2 years.  

The warranty applies to goods used in accordance with the manufacturer’s instructions. 

AVAILABLE CAPACITIES AND DIMENSIONS

SINGLE SKIN TANKS

PRODUCT CODE
OBLB1000*

PRODUCT CODE
OBLB1300*

PRODUCT CODE
OBLB1500*

PRODUCT CODE
OBLB2500*

PRODUCT CODE
OBLB3500*

PRODUCT CODE
OBLB5000*

Capacity
Length
Width
Height

1000 l
1,95 m
0,62 m
1,23 m

Capacity
Diameter

Height

1300 l
1,20 m
1,40 m

Capacity
Length
Width
Height

1500 l
2,10 m
0,75 m
1,40 m

Capacity
Diameter

Height

2500 l
1,65 m
1,50 m

Capacity
Diameter

Height

3500 l
1,90 m
1,80 m

Capacity
Diameter

Height

5000 l
2,01 m
2,30 m

BUNDED TANKS

PRODUCT CODE
OBLB9000*

PRODUCT CODE
BBLB1200*

PRODUCT CODE
BBLB2500*

PRODUCT CODE
BBLB3500*

PRODUCT CODE
BBML4000*

PRODUCT CODE
BBLB5000*

Capacity
Diameter

Height

9000 l
2,30 m
2,85 m

Capacity
Length
Width
Height

1200 l
1,90 m
1,24 m
1,79 m

Capacity
Length
Width
Height

2500 l
2,46 m
1,46 m
1,85 m

Capacity
Length
Width
Height

3500 l
2,85 m
2,20 m
1,96 m

Capacity
Length
Width
Height

4000 l
3,90 m
1,15 m
2,34 m

Capacity
Length
Width
Height

5000 l
2,85 m
2,23 m
2,34 m

PRODUCT CODE
BBLB9000*

Capacity
Length
Width
Height

9000 l
3,28 m
2,48 m
2,95 m

ADVANTAGES BlueMaster® light

Simple and reliable design.

Easy maintenance.

Distribution system based on proven submersible pumps.

Variety of shapes and volumes up to 9000 l.

STANDARD EQUIPMENT 
OF SINGLE SKIN TANKS

STANDARD EQUIPMENT 
OF BUNDED TANKS

Liquid level visible in single skin options.

Low price.

Variety of options available. 

White, translucent single wall tank.

8” inspection lid.

16” inspection lid (for tanks over 3500 l).

Vent.

2” BSP offset connection on the top of the tank.

Simplified dispensing system consisting of: pump 230 V (switch ON / OFF),  
manual nozzle, 6 m distribution hose.

Double walled tank (blue outer tank).

Lockable dispensing cabinet.

8” or 16” inspection lid (16” lid for tanks over 3500 l).

Vent.

2’’ BSP offset connection on the top of the tank.

Simplified distribution system consisting of: pump 230 V (switch ON / OFF), 
manual nozzle, 6 m distribution hose.

Level indicator. For 1200 l and 2500 l tanks float type level indicator,  
for tanks 3500, 5000 and 9000 l pneumatic type.
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OPTIONAL EQUIPMENT

SINGLE SKIN TANKS BUNDED TANKS

Tank capacity [ l ] 1000 1300 1500 2500 3500 5000 9000 1200 2500 3500 4000 5000 9000

2” dry coupling connection on top of tank. 

2” dry coupling connection with 2” filling hose  
in distribution housing.  

Digital flow meter.  

Automatic nozzle. 

Level indicator  - clock type. 

Thermostat controlled heating. 

Thermostat controlled cooling fan. 

Overfill alarm.  

Leak detector.  

Digital level indicator with pressure probe.  

Hose reel (6 m). 

PU insulation of inner tank.   

PU insulation of inner tank and heating tape.  

The exact hues of the colours presented in the flyers may differ, depending on the quality of print. 

Product specifications may be slightly modified; to obtain an up-to-date equipment specification,  
contact the Kingspan Environmental office or the nearest distributor. 

Automatic nozzle

Main switch

Inspection lid

Digital flow meter

Submersible pump

Overfill alarm


